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a cycloruthenated dye through electrolyte solvent
tuning†
Nathalie Marinakis, Markus Willgert, Edwin C. Constable and Catherine E. Housecroft*
p-Type dye sensitized solar cells (DSCs) have been assembled using the structurally unreﬁned, zwitterionic
cyclometallated ruthenium dye [Ru(bpy)2(H1)] (H31 ¼ (4-(2-phenylpyridin-4-yl)phenyl)phosphonic acid) in
combination with FTO/NiO photocathodes and an I3
/I/acetonitrile (AN) electrolyte. Values of the short-
circuit current density (JSC) ¼ 4.06 mA cm2, open-circuit voltage (VOC) ¼ 95 mV and photoconversion
eﬃciency (h) ¼ 0.139% are the highest achieved for state-of-the-art cyclometallated ruthenium dyes in
p-type DSCs; data are conﬁrmed using duplicate devices. JSC values are higher than those observed for
the standard dye P1, and electrochemical impedance spectroscopy (EIS) shows that DSCs with
[Ru(bpy)2(H1)] exhibit a both a lower transport resistance (Rt) and recombination resistance (Rrec) than
DSCs with P1. Changing the electrolyte solvent from AN to propionitrile (PN), valeronitrile (VN), 3-
methoxypropionitrile (MPN) or N-methylpyrrolidone (NMP) conﬁrms a dependence of JSC on solvent in
the order AN > PN > MPN > VN > NMP, whilst VOC follows the trend VN > PN > MPN > AN > NMP. The
opposing trends in JSC and VOC lead to only a small drop in the overall h values for PN versus AN. EIS
measurements revealed that although PN has a higher resistance to recombination reactions than AN, it
also exhibits an increased amount of trapped charge carriers, leading to worsened DSC performance.
DSCs based on AN do not remain stable over a 1–2 month period; both JSC and VOC decrease
signiﬁcantly. However, DSCs with the less volatile and more viscous PN show enhanced performance
upon ageing with a gain in JSC over the ﬁrst 33 days. Electrolytes with mixed solvents were investigated;
addition of PN, VN or MPN to AN leads to lower JSC and this is most pronounced for VN and least
marked for PN. The optimal solvent is an AN : PN mixture with volume ratios of 3 : 1 or 1 : 1; this mixed
solvent results in enhanced long-term stability with respect to DSCs with pure AN and this is at the
expense of a only small decrease in photoconversion eﬃciency.Introduction
Cyclometallated ruthenium(II) complexes are appealing sensi-
tizers for dye-sensitized solar cells (DSCs).1–3 The localization
of the highest-occupied molecular orbital (HOMO) of
a [Ru(N^N)2(C^N)]
+ complex (N^N¼ bidentate N,N0-ligand, C^N
¼ cyclometallated C,N-ligand) on the Ru/C^N domain4 permits
tuning of the electronic properties of the complex through
functionalization of the C,N-ligand. Unlike other classes of
sensitizers such as organic dyes or metalloporphyrins, func-
tional group variation of cyclometallated [Ru(N^N)2(C^N)]
+
provides a exible platform for use in both n- and p-type DSCs.
In an n-type DSC, the C^N ligand plays an ancillary roleasel, Spitalstrasse 51, CH-4056 Basel,
nibas.ch
ESI) available: Table S1. Additional DSC
d solvents. See DOI: 10.1039/c7se00060j
626–635(electron-pushing in a ‘push–pull’ dye architecture), whilst in
a p-type DSC, the C^N domain bears the anchoring unit, typi-
cally a carboxylic or phosphonic acid.5–10 The optimization of
[Ru(N^N)2(C^N)]
+ dyes for p-type DSCs (the working principle of
which is summarized in Fig. 1) is still in its infancy. Recently, we
demonstrated that p-type DSCs with FTO/NiO photocathodes
functionalized with the zwitterion [Ru(bpy)2(H1)] (Scheme 1) as
sensitizer achieved short-circuit current densities (JSC) of up to
3.38 mA cm2 and photoconversion eﬃciencies (h) of up to
0.116%. These values exceed those measured for the standard
dye P1 (ref. 10 and 11) (Scheme 1). Despite the simple molecular
architecture of [Ru(bpy)2(H1)], its photoconversion eﬃciency is
comparable with that of the previously reported best-
performing cyclometallated ruthenium(II) dye in p-type DSCs.5
Improvement of the performance of p-type DSCs is hindered by
rapid recombination of reduced dye molecules and injected
holes at the p-type semiconductor/dye interfaces, which mili-
tates against eﬃcient dye regeneration at the dye/electrolyteThis journal is © The Royal Society of Chemistry 2017
Fig. 1 A diagram showing the working principle of a p-type DSC. S and
S* are the ground and excited states of the dye; EVB signiﬁes the quasi-
Fermi level of the valence band of the semiconductor; VOC ¼ open
circuit voltage.
Paper Sustainable Energy & Fuels
O
pe
n 
A
cc
es
s A
rti
cl
e.
 P
ub
lis
he
d 
on
 0
7 
M
ar
ch
 2
01
7.
 D
ow
nl
oa
de
d 
on
 1
0/
05
/2
01
7 
13
:2
7:
41
. 
 
Th
is 
ar
tic
le
 is
 li
ce
ns
ed
 u
nd
er
 a
 C
re
at
iv
e 
Co
m
m
on
s A
ttr
ib
ut
io
n-
N
on
Co
m
m
er
ci
al
 3
.0
 U
np
or
te
d 
Li
ce
nc
e.
View Article Onlineinterface.12 Hole transport resistance is typically high in p-type
DSCs.
In n-type DSCs, it is well established that the choice of
solvent in the electrolyte plays a critical role in the device
performance and stability.13,14 Ideally, the solvent should have
a high boiling point to minimize cell degradation through
solvent evaporation. Long-term stability of n-type DSCs has
been demonstrated with tetraglyme-based I3
/I electro-
lytes.15,16 Nonetheless, solvents such as acetonitrile, valeroni-
trile, propionitrile, butyronitrile, 3-methoxy propionitrile and
propylene carbonate remain popular.17,18 Acetylacetone may
also be a viable solvent in DSCs.19 Solvent polarity appears toScheme 1 Structures of sensitizers P1 and the zwitterion
[Ru(bpy)2(H1)].
This journal is © The Royal Society of Chemistry 2017play a key role, and it is noteworthy that DSC both JSC and in the
open circuit voltage (VOC) by manipulation of the solvent
polarity.20
In p-type DSCs, electrolytes have yet to be optimized. For
our initial investigations of DSC performances with
[Ru(bpy)2(H1)], we chose to use an I3
/I based electrolyte in
acetonitrile.10 This electrolyte composition has previously
been used in liquid p-type DSCs with or without a TBP addi-
tive.21–26 The use of acetonitrile rather than propylene
carbonate27 is known to enhance the short-circuit current
density. We now report the eﬀects on the performances of p-
type DSCs sensitized by [Ru(bpy)2(H1)] of I3
/I containing
electrolytes in ve diﬀerent solvents. Initially, we assess the
eﬀects on JSC and VOC (and, hence, ultimately on h) of a change
from acetonitrile (AN) to propionitrile (PN), valeronitrile (VN),
3-methoxypropionitrile (MPN) and N-methylpyrrolidone
(NMP). Some relevant physical properties of these solvents are
given in Table 1. Finally we consider the benets of using
mixed solvents.Experimental
Chemical reagents
All organic solvents were of HPLC high-purity grade. Acetoni-
trile (AN) was purchased from Macron™, EtOH from J.T.
Baker®, propionitrile (PN), valeronitrile (VN), 3-methox-
ypropionitrile (MPN), N-methyl-2-pyrrolidone (NMP) from
ACROS organics, LiI (99.9%), I2 (99.9%) from Sigma-Aldrich and
[Ni(acac)2] from ACROS. The dye P1 was purchased from Dye-
namo AB and [Ru(bpy)2(H1)] was prepared as previously
described.10NiO electrodes preparation
Working electrodes were either purchased from Dyenamo (DN-
S01) or were prepared in-house. For the latter, an FTO glass
plate was cleaned by sonicating in surfactant (2% in MilliQ
water), and rinsed sequentially withMilliQ water and EtOH. The
surface was activated in a UV-O3 system (Model 256-220, Jelight
Company Inc) for 20 min. The glass was then immersed ve
times in a solution (AN 0.5 mM) of [Ni(acac)2] and air dried aer
each dipping. A layer of NiO paste (Ni-Nanoxide N/SP, Solaronix)
was then screen-printed (90T, Serilith AG, Switzerland) onto the
pretreated FTO plate. The plate was placed in an EtOH chamber
for 3 min to reduce surface irregularities, then dried for 6 min at
125 C on a heating plate. The screen printing process was
repeated to give two layers. Both the commercial and in-house
screen-printed electrodes were sintered by gradually heating
from room temperature to 350 C over a period of 30 min, kept
at 350 C for 30 min, then allowed to cool over 2 h to room
temperature. Aer this sintering, the FTO/NiO plates were cut to
make electrodes 1 cm  2 cm. Aer the nal sintering, the
thickness of the in-house electrode NiO layer was typically 1.9–
3.2 mm (by FIBmeasurements, recorded using a REM-FEI Helios
Nano Lab 650). The Dyenamo NiO layer had a thickness of 2 mm
(Dyenamo DN-S01).Sustainable Energy Fuels, 2017, 1, 626–635 | 627
Table 1 Selected properties of solvents used in this worka
Solvent (abbreviation) Formula or structure Boiling point/C Viscosity/mPa s Donor numberb
Acetonitrile (AN) CH3CN 82 0.33 (at 30 C) 14.1
Propionitrile (PN) CH3CH2CN 97 0.39 (at 30 C) 16.1
Valeronitrile (VN) CH3(CH2)3CN 139 0.78 (at 19 C)
3-Methoxypropionitrile (MPN) CH3OCH2CH2CN 164 2.5 (at 25 C) 16.1
N-Methylpyrrolidone (NMP) 203 1.65 (at 25 C) 27.3
a Data from ref. 17 and 18; 1 cp ¼ 1 mPa s. b Gutmann donor number, ref. 28.
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View Article OnlineDSC assembly
The working electrodes were heated at 250 C for 20 min and
then cooled to 80 C before being immersed in an acetonitrile
(AN) solution of P1 (0.3 mM) or EtOH solution of [Ru(bpy)2(H1)]
(0.1 mM) for 20 h. The electrodes were removed from the
solutions, washed with EtOH, then dried in an N2 stream.
Commercial counter electrodes (Solaronix Test Cell Platinum
Electrodes) were washed with EtOH and then heated at 450 C
(hot plate) for 30 min to remove volatile organic impurities.
The DSCs were assembled by combining working and
counter electrodes using thermoplast hot-melt sealing foil
(Solaronix, Meltonix 1170-25 Series, 60 mm thick) by heating
while pressing them together. The electrolyte comprised I2 (0.1
M), LiI (1 M) in varying solvents (see text) and was introduced
into the DSC by vacuum backlling. The hole in the counter
electrode was then sealed using a hot-melt sealing foil and cover
glass.Device performance measurements
The solar cell measurements were made using duplicate
unmasked cells; the active area was 0.237 cm2 (in-house elec-
trodes) or 0.25 cm2 (Dyenamo electrodes). The DSCs were sun-
soaked from the anode side for 20 min at 1 sun irradiation.
The cell was then inverted and measured immediately with
a LOT Quantum Design LS0811 instrument (100 mW cm2 ¼ 1
sun at AM 1.5 and 23 C) to obtain the current density–voltageTable 2 Performance data for duplicate DSCs containing dyes [Ru(bpy)2
Electrolyte ¼ I3/I in MeCN
Dye (DSC number) FTO/NiO electrodesb JS
P1 (cell 1)a In-house 1.
P1 (cell 2)a In-house 1.
P1 (cell 1) Dyenamo 2.
P1 (cell 2) Dyenamo 2.
[Ru(bpy)2(H1)] (cell 1)
a In-house 3.
[Ru(bpy)2(H1)] (cell 2)
a In-house 3.
[Ru(bpy)2(H1)] (cell 1) Dyenamo 4.
[Ru(bpy)2(H1)] (cell 2) Dyenamo 4.
a Data from ref. 10. b Fabricated in-house (see Experimental section) or co
628 | Sustainable Energy Fuels, 2017, 1, 626–635(J–V) curves. The instrument soware was set to a p-type
measurement mode (inverted conguration), with a 360 ms
settling time,10 and a voltage step of 5.3 mV. The voltage was
scanned from negative to positive values.Electrochemical impedance spectroscopy (EIS)
EIS measurements were carried out on a ModuLab® XM Pho-
toEchem photoelectrochemical measurement system from
Solartron Analytical. The impedance was measured around the
open-circuit potential of the cell at diﬀerent light intensities
(590 nm) in the frequency range 0.05 Hz to 400 kHz using an
amplitude of 10 mV. The impedance data were analysed using
ZView® soware from Scribner Associates Inc.Results and discussion
DSC working-electrodes: commercial versus screen-printed
NiO electrodes
In previous investigations of p-type DCSs using in-house screen-
printed FTO/NiO working electrodes sensitized with standard
dye P1, optimal values of JSC, VOC and h (Table 2) were obtained
using a [Ni(acac)2] pretreatment and two-layers of NiO.10 The
results are consistent with the benchmarking study of Gibson
and coworkers.11 The electrolyte in these investigations was
I3
/I in AN. We also demonstrated that the performance of the
cyclometallated dye [Ru(bpy)2(H1)] exceeded that of P1.10 In the
development of our p-type DSC program, we purchased(H1)] or P1. Measurements were made on the day of sealing the DSCs.
C/mA cm
2 VOC/mV ﬀ/% h/%
84 88 35 0.057
96 82 32 0.051
76 92 33 0.085
42 97 34 0.079
38 95 36 0.116
34 95 34 0.109
06 95 36 0.139
13 92 36 0.136
mmercial from Dyenamo.
This journal is © The Royal Society of Chemistry 2017
Scheme 2 The structure of the D–A–A organic dye with JSC ¼ 4.16
mA cm2 reported by Zhu and coworkers.31
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View Article Onlinecommercial electrodes (Dyenamo) in order to compare the
performance of DSCs sensitized with P1 or [Ru(bpy)2(H1)] with
commercial and in-house screen-printed working electrodes.
The commercial electrodes were sintered (see Experimental
section) before being immersed for 20 h in an AN solution of P1
or EtOH solution of [Ru(bpy)2(H1)]. DSCs were assembled as
described in the Experimental section using an I3
/I redox
couple in AN. Values of JSC, VOC, the ll-factor (ﬀ) and h are given
in Table 2, and the J–V curves for the DSCs with commercial
electrodes are shown in Fig. 2. The ll-factors for all DSCs are in
the range 32–36%. Compared to typical ﬀ values of n-type DSCs,
those for p-type cells are typically signicantly lower,29 and the
values in Table 2 compare well with the best reported for p-type
DSCs. Both for the organic dye P1 and the cyclometallated
ruthenium dye [Ru(bpy)2(H1)], a change from in-house screen-
printed to commercial working electrodes results in an increase
in the photoconversion eﬃciency. For P1, this originates from
higher JSC and VOC, whereas for [Ru(bpy)2(H1)], only JSC is aﬀected
(Table 2). The values of JSC ¼ 4.06 and 4.13 mA cm2 for the
ruthenium dye are notably higher than for previously reported
cyclometallated ruthenium dyes5–8 and also higher than the 2.25
mA cm2 reported for ruthenium diacetylide dyes.30 Values of JSC
¼ 4.06 mA cm2, VOC ¼ 95 mV and h ¼ 0.139% for the better
performing cell of the duplicate pair in Table 2 set a new record
for state-of-the-art5 cyclometallated ruthenium dyes in p-type
DSCs. Furthermore, the values of JSC ¼ 4.06 and 4.13 mA cm2
obtained for the structurally unrened [Ru(bpy)2(H1)] compare
well with the 4.16mA cm2 obtained for the judiciously designed
D–A–A organic dye (Scheme 2) reported recently by Zhu and
coworkers in p-type DSCs;31 this dye was also used in conjunction
with an I3
/I/AN electrolyte. In order to understand the
enhancement on going from P1 to [Ru(bpy)2(H1)], we turned to
electrochemical impedance spectroscopy (EIS).
Electrochemical impedance spectroscopy: [Ru(bpy)2(H1)]
versus P1
EIS is a diagnostic tool for investigating electrochemical
processes in a system and has been extensively used to study the
internal kinetics of n-type DSCs.32–34 An AC voltage of varyingFig. 2 J–V curves for duplicate DSCs containing commercial (Dye-
namo) FTO/NiO electrodes functionalized with dyes P1 and
[Ru(bpy)2(H1)] and an electrolyte comprising I3
/I in MeCN.
This journal is © The Royal Society of Chemistry 2017frequency is applied to the DSC and the resulting current
response is measured. Measurements have most oen been
carried out on n-type DSCs, and the results are normally depicted
as three semi-circles in the form of a Nyquist plot. In the high
frequency region, the rst impedance contains only the series
resistance that primarily arises from the electrical resistance
between the semiconducting particles and the FTO glass; other
factors such as cable resistance also contribute. This resistance is
presented in the plot on the abscissa from zero to the start of the
rst semi-circle starts. This semi-circle represents the impedance
given by charge transfer at the surface of the cathode, normally
a Pt/electrolyte interface. The second semi-circle (intermediate
frequency region) stems from the charge transfer impedance of
electron recombination reactions at the semiconductor/
electrolyte interface. The third semi-circle, in the low frequency
region, originates from the impedance of ion diﬀusion of the
electrolyte. Depending on the magnitude of the recombination
impedance and the ion diﬀusion impedance, this semi-circle
may or may not be seen due to overlapping. It has been shown
that the semi-circles obtained in EIS measurements of p-type
DSCs originate from the same events as in n-type DSCs.35 Anal-
ysis of the EIS data allows multiple parameters including the
recombination charge transfer resistance (Rrec), active layer
surface chemical capacitance (Cm), transport resistance (Rt) and
cathode charge transfer resistance (RPt) to be extracted. In the EIS
investigations described below and later in the paper, the DSCs
were constructed using commercial (Dyenamo) FTO/NiO working
electrodes.
In the rst part of the EIS study, a comparison was made of
DSCs containing the dyes P1 and [Ru(bpy)2(H1)] in combination
with an I3
/I electrolyte in AN. Although the observed values of
VOC are similar for these two dyes (Table 2), JSC is signicantly
lower for P1, reaching only 60–70% of the values obtained for
DSCs with [Ru(bpy)2(H1)] (Table 2 and Fig. 2). The EIS
measurements reveal that DSCs with dye P1 exhibit a larger Rrec
and Rt (Table 3 and Fig. 3) than those with the ruthenium dye.
This would be the expected result if fewer charge carriers, (in
this case holes) are injected into the NiO which is consistent
with the lower JSC. Consequently, fewer holes are available for
back reactions from the semiconductor into the electrolyte and
Rrec increases. The lower Cm found for DSCs containing P1 versus
[Ru(bpy)2(H1)] (Table 3) further supports this assumption. A
higher Rt implies a larger density of trapped charge carriers in
the semiconductor and, in the case of the p-type cell, means thatSustainable Energy Fuels, 2017, 1, 626–635 | 629
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View Article Onlinethe valence band is at more positive potential and as a conse-
quence there is a larger hole transport resistance. The similar
VOC values for the two dyes (Table 2 and Fig. 2), together with
the fact that the same redox couple is used in the electrolyte for
all DSCs, indicates that the band gap in the NiO is independent
of the dye used in this study. Normally, a higher Rrec is man-
ifested in a higher VOC, but this is not observed in this case.
Therefore, it is more reasonable to assume that, compared to
sensitization by the ruthenium dye, it is the lower number of
holes generated when P1 is used that is the origin of the higher
Rrec and lower population of charge carriers.Eﬀects of electrolyte solvent on DSC performance
With the state-of-the-art performance of [Ru(bpy)2(H1)] as
a sensitizer in p-type DSCs established, we initiated investiga-
tions of the eﬀects of changing the electrolyte. Improvement of
photoconversion eﬃciency and long-term device stability were
both critical goals. For the present study, we retain the I3
/I
redox couple and focus on variation in the solvent. The low
viscosity of AN (Table 1) contributes to its widespread use as
a solvent, both for electrochemical studies and in DSCs.17
Although AN is commonly used in p-type DSCs (see the Intro-
duction), its volatility is not compatible with long-term device
stability. Increasing the length of the alkyl chain raises the
boiling point, but also increases the viscosity (Table 1).
DSCs were assembled as described in the Experimental
section using [Ru(bpy)2(H1)] as sensitizer and an electrolyteTable 3 EIS data obtained frommeasurements at a light intensity of 22
mW cm2 of p-type DSCs containing FTO/NiO (Dyenamo) working
electrodes, dyes P1 or [Ru(bpy)2(H1)] and I3
/I electrolyte in MeCN
Dye Rt/U Rrec/U Cm/mF RPt/U CPt/mF s/ms
P1 (cell 1) 55.9 159.1 1708.2 8.7 3.0 272
P1 (cell 2) 77.7 190.9 1240.0 7.4 4.5 237
[Ru(bpy)2(H1)] (cell 1) 39.6 87.9 2107.5 7.3 3.4 185
[Ru(bpy)2(H1)] (cell 2) 40.4 80.1 1883.4 7.1 3.7 151
Fig. 3 Nyquist plots of two DSCs sensitized with [Ru(bpy)2(H1)] and P1
respectively; the electrolyte is I3
/I in AN. Both Rrec and Rt are larger
for P1 than the ruthenium dye.
630 | Sustainable Energy Fuels, 2017, 1, 626–635comprising I2 (0.1 M), LiI (1 M) in PN, VN, MPN or NMP. The
working FTO/NiO electrodes were either commercial (Dyenamo)
or were screen-printed using Solaronix NiO paste (see Experi-
mental section). J–V measurements were made using duplicate
cells and the performance data are given in Tables 4 and 5; the
data are compared to those for DSCs using AN. Fig. 4 and 5
depict the J–V curves. For the discussion that follows, it is useful
to recall the dependence of the overall DSC eﬃciency on JSC and
VOC (eqn (1), in which PIN is the total solar power incident on the
cell, 100 mW cm2 for air mass 1.5).
h ¼ JSCVOCff
PIN
(1)
A comparison of the data in Tables 4 and 5 and of the J–V
curves in Fig. 4 and 5 reveals the same trends irrespective of the
source of the FTO/NiO electrodes. However, use of the
commercial electrodes leads to higher values of JSC in all
solvents except NMP. For AN, PN, VN and MPN, the ll-factors
are in the range 34–42%. Values of JSC are solvent dependent
in the order AN > PN > MPN > VN > NMP, whilst VOC follows the
trend VN > PN >MPN > AN > NMP. With NMP, very low values of
JSC and VOC both contribute to a poor overall h, and this solvent
was therefore not further investigated. In the following discus-
sion, we focus on the results obtained using commercial elec-
trodes, noting that the trends are also valid for in-house screen-
printed electrodes. Use of VN leads to impressive values of VOC
(139 and 141 mV) but these are at the expense of JSC which,
compared to the high values observed in AN, falls to around 1
mA cm2, resulting in low overall photoconversion eﬃciencies
of 0.06%. Although using AN leads to a VOC of only 92 or
95 mV, the remarkably good values of JSC > 4 mA cm
2
contribute to the best performing DSCs with h ¼ 0.136 and
0.139%. A change from AN to the slightly less viscous PN results
in a signicant drop in JSC countered by a gain in VOC (Fig. 4).
This is consistent with the increase in solvent donor number
(Table 1).17 Overall, the DSCs retain a satisfactory overall eﬃ-
ciency of 0.117%.
Although the results discussed above favour AN as the elec-
trolyte solvent, the long-term stability of the DSCs remains an
important factor. Aer the initial assessment of their perfor-
mances, the DSCs were stored under ambient conditions for
a month and then their J–V characteristics were remeasured
(Table 6 and Fig. 6, S4†). The ll-factors of all DSCs remain
relatively high. One DSC containing AN aged badly with a drop
in both JSC and VOC, leading to a reduction in photoconversion
eﬃciency from 0.139 to 0.088%. Pleasingly, the cells containing
PN show enhanced performance upon ageing with a gain in JSC
and no signicant change in VOC. This leads to an increase in h
from 0.117% to 0.154 and 0.146% for the two DSCs aer 34
days, and this eﬃciency is essentially retained over the
following 24 days. A ripening eﬀect is also observed for the DSCs
containing VN. Enhancement of DSC performance over time is
a known phenomenon in n-type DSCs sensitized by some cop-
per(I)36 or ruthenium(II) dyes and appears to be associated with
the formation of dye-aggregates which ultimately reorganize on
the surface over periods of days.37–39 DSCs containing MPNThis journal is © The Royal Society of Chemistry 2017
Table 4 Performance data for duplicate DSCs containing [Ru(bpy)2(H1)] and I3
/I redox couple. Measurements were made on the day of
sealing the DSCs. The FTO/NiO electrodes were purchased from Dyenamo
Solvent in electrolytea DSC number JSC/mA cm
2 VOC/mV ﬀ/% h/%
ANb Cell 1 4.06 95 36 0.139
ANb Cell 2 4.13 92 36 0.136
PN Cell 1 2.63 115 39 0.117
PN Cell 2 2.51 119 39 0.117
VN Cell 1 1.04 139 42 0.060
VN Cell 2 0.98 141 41 0.057
MPN Cell 1 1.79 100 36 0.064
MPN Cell 2 1.77 104 38 0.070
NMP Cell 1 0.41 78 33 0.010
NMP Cell 2 0.40 79 33 0.011
a Acetonitrile (AN); propionitrile (PN), valeronitrile (VN), 3-methoxypropionitrile (MPN); N-methylpyrrolidone (NMP). b Data from Table 2.
Table 5 Performance data for duplicate DSCs containing [Ru(bpy)2(H1)] and I3
/I redox couple. Measurements weremade on the day of sealing
the DSCs. The FTO/NiO electrodes were purchased screen-printed using Solaronix NiO pastea
Solvent in electrolyte DSC number JSC/mA cm
2 VOC/mV ﬀ/% h/%
ANb Cell 1 3.38 95 36 0.116
ANb Cell 2 3.34 95 34 0.109
PN Cell 1 2.18 115 40 0.099
PN Cell 2 2.16 118 39 0.100
VN Cell 1 0.64 149 36 0.033
VN Cell 2 0.64 148 34 0.031
MPN Cell 1 1.48 106 36 0.053
MPN Cell 2 1.47 113 36 0.056
NMP Cell 1 0.41 65 30 0.008
NMP Cell 2 0.44 70 31 0.009
a Data from Table 1. b Data from ref. 10.
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View Article Onlineretain their original performances over the rst 34 days and
perform less well thereaer (Table 6).
Electrochemical impedance spectroscopy: solvent eﬀects
As discussed above, the eﬃciencies of DSCs sensitized with
[Ru(bpy)2(H1)] are signicantly inuenced by the choice of
solvent in the electrolyte. The VOC is highest for VN and PN, butFig. 4 J–V curves for duplicate DSCs containing commercial (Dye-
namo) FTO/NiO electrodes functionalized with [Ru(bpy)2(H1)] and
electrolytes comprising I3
/I in diﬀerent solvents. See footnote to
Table 4 for solvent abbreviations.
This journal is © The Royal Society of Chemistry 2017the main factor inuencing the overall DSC eﬃciency is JSC. For
the EIS study, DSCs using commercial FTO/NiO electrodes were
used, and we focused only on the solvents AN, PN and MPN, all
of which have similar donor numbers (Table 1). This eﬀectively
removes one variable and allows us observe more clearly the
eﬀects of the solvent viscosity which follows the order AN < PN <Fig. 5 J–V curves for duplicate DSCs containing FTO/NiO electrodes
screen-printed using Solaronix NiO paste and functionalized with
[Ru(bpy)2(H1)]. The electrolytes comprised I3
/I in diﬀerent solvents.
See footnote to Table 4 for solvent abbreviations.
Sustainable Energy Fuels, 2017, 1, 626–635 | 631
Table 6 Long term performance data for duplicate DSCs containing
[Ru(bpy)2(H1)] and I3
/I redox couple. Commercial FTO/NiO elec-
trodes (Dyenamo) were used
Solvent in electrolyte
DSC
number
JSC/
mA cm2
VOC/
mV ﬀ/% h/%
On day 33 or 34 (see Fig. 6)
AN Cell 1 3.17 89 34 0.096
AN Cell 2 4.15 82 35 0.121
PN Cell 1 3.17 119 41 0.154
PN Cell 2 2.99 119 41 0.146
VN Cell 1 1.18 148 44 0.077
VN Cell 2 1.14 146 43 0.071
MPN Cell 1 1.69 91 38 0.058
MPN Cell 2 1.61 97 40 0.063
On day 57 or 58 (see Fig. S4)
AN Cell 1 3.00 86 34 0.088
AN Cell 2 3.81 83 32 0.102
PN Cell 1 3.04 122 40 0.148
PN Cell 2 2.96 118 41 0.142
VN Cell 1 1.25 153 41 0.079
VN Cell 2 1.06 155 39 0.065
MPN Cell 1 1.37 89 29 0.035
MPN Cell 2 1.38 101 31 0.043
Fig. 6 J–V curves for duplicate DSCs containing commercial FTO/
NiO electrodes functionalized with [Ru(bpy)2(H1)] and electrolytes
comprising I3
/I in AN, PN, VN or MPN. Measurements weremade on
day 0 and 33 or 34 days later.
Table 7 EIS data obtained frommeasurements at a light intensity of 22
mW cm2 of p-type DSCs containing FTO/NiO (Dyenamo) working
electrodes, the dye [Ru(bpy)2(H1)] and I3
/I electrolyte in diﬀerent
solvents
Solvent
(DSC number) Rt/U Rrec/U Cm/mF RPt/U CPt/mF s/ms
AN (cell 1) 39.6 87.9 2107.5 7.3 3.4 185
AN (cell 2) 40.4 80.1 1883.4 7.1 3.7 151
PN (cell 1) 96.4 146.3 1685.4 8.2 4.0 247
PN (cell 2) 109.0 129.3 1451.7 12.9 3.7 188
MPN (cell 1) 70.4 332.2 2170.3 20.4 4.0 721
MPN (cell 2) 56.6 248.6 2160.5 18.4 3.8 537
Fig. 7 (a) Nyquist plots of three cells sensitized with the dye
[Ru(bpy)2(H1)] with diﬀerent electrolyte solvents. (b) Expansion of the
intermediate/high frequency region.
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View Article OnlineMPN which is the inverse of the trend in JSC (Fig. 4). A high
viscosity decreases the diﬀusion coeﬃcient for the redox
mediators in the electrolyte40 and, following the reasoning dis-
cussed earlier, should lead to an increase in Rrec. The results of
the EIS studies on duplicate cells (the same DSCs as used for the
J–V measurements) are given in Table 7, and Nyquist plots for
the better performing of each pairs of DSCs with commercial
electrodes (see Table 4) are shown in Fig. 7.
As the electrolyte viscosity increases, the ion diﬀusion
decreases and the current density is lowered. This results in an632 | Sustainable Energy Fuels, 2017, 1, 626–635increase in Rrec, since fewer charge carriers are available for
back reaction. Both these changes can be observed in Tables 4
and 7. However, if Table 7 is studied, it can be seen that Cm is
highest for the MPN cells, meaning that the total density of
charge carriers in the semiconductor is high.35 This, together
with the highest Rrec results in a long charge carrier lifetime, or
in other words, an eﬃcient hole injection (Table 7). The hole
transport resistance, Rt, is however lowest for the AN electrolyte
while intermediate for the MPN electrolyte, and suggest that the
cells with MPN have a higher density of charge carrier trap
states. This agrees with the decreased JSC for the MPN cells.
Furthermore, the high back electrode charge transfer resis-
tance, RPt, is more than twice as large for the MPN cellThis journal is © The Royal Society of Chemistry 2017
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View Article Onlinecompared to the AN one, and the performance deteriorates even
further.
The PN cells possess the highest VOC, which is indicative of
a larger band gap. Moreover, they have the largest values of Rt
(Fig. 7b). Rt is directly aﬀected by the valence band level, indi-
cating that the latter is shied towards a more positive potential
for these cells. As mentioned above, a high Rt is suggestive of
a high density of charge carrier trap states, and this together
with the low chemical capacitance give rise to the relatively
moderate performance of the PN cells.Fig. 8 J–V curves for duplicate DSCs containing Dyenamo FTO/NiO
electrodes functionalized with [Ru(bpy)2(H1)] and electrolytes
comprising I3
/I in AN, PN or AN : PN mixed solvent. Ratios of
solvents are by volume.Mixed solvents
In n-type DSCs, the use of mixed solvents is routine.17 These are
commonly based on AN with a higher boiling organic nitrile,
oen VN or MPN, as cosolvent. Screening of AN, PN, VN and
MPN for use with the I3
/I redox couple and the dye
[Ru(bpy)2(H1)] in p-type DSCs revealed benets and disadvan-
tages of each solvent. For optimal performance on the day the
DSCs are made, AN is the superior solvent. PN or MPN lead to
greater device stability, but at the expense of performance
compared to AN. The highest values of VOC are obtained
with VN.
A series of electrolytes was prepared using I2 (0.1 M), LiI (1 M)
in mixed solvents as specied in Table 8. DSCs were assembled
as described earlier and the device performances areTable 8 Performance data for duplicate DSCs containing [Ru(bpy)2
(H1)] and I3
/I redox couple in mixed solvents, using commercial
FTO/NiO electrodes (Dyenamo). Data for pure AN, PN, VN and MPN
are repeated from Table 4 for convenience
Solvent in electrolyte
(ratio by volume)
DSC
number
JSC/
mA cm2 VOC/mV ﬀ/% h/%
AN Cell 1 4.06 95 36 0.139
AN Cell 2 4.13 92 36 0.136
AN : PN 3 : 1 Cell 1 3.64 99 38 0.138
AN : PN 3 : 1 Cell 2 3.60 100 38 0.137
AN : PN 1 : 1 Cell 1 3.34 115 37 0.142
AN : PN 1 : 1 Cell 2 3.36 112 37 0.140
AN : PN 1 : 3 Cell 1 2.79 106 38 0.111
AN : PN 1 : 3 Cell 2 2.86 105 38 0.113
PN Cell 1 2.63 115 39 0.117
PN Cell 2 2.51 119 39 0.117
AN : VN 3 : 1 Cell 1 3.14 115 39 0.141
AN : VN 3 : 1 Cell 2 3.27 115 40 0.148
AN : VN 1 : 1 Cell 1 2.43 119 40 0.115
AN : VN 1 : 1 Cell 2 2.38 121 40 0.115
AN : VN 1 : 3 Cell 1 1.58 133 42 0.087
AN : VN 1 : 3 Cell 2 1.58 133 39 0.081
VN Cell 1 1.04 139 42 0.060
VN Cell 2 0.98 141 41 0.057
AN : MPN 3 : 1 Cell 1 2.97 102 37 0.112
AN : MPN 3 : 1 Cell 2 2.90 97 39 0.109
AN : MPN 1 : 1 Cell 1 2.74 111 38 0.117
AN : MPN 1 : 1 Cell 2 2.85 104 38 0.112
AN : MPN 1 : 3 Cell 1 2.25 112 39 0.097
AN : MPN 1 : 3 Cell 2 2.21 106 38 0.089
MPN Cell 1 1.79 100 36 0.064
MPN Cell 2 1.77 104 38 0.070
This journal is © The Royal Society of Chemistry 2017summarized in Table 8 (Dyenamo FTO/NiO working electrodes)
and Table S1† (in-house screen-printed electrodes). Fig. 8–10
and S1–S3† show the J–V curves. Use of duplicate DSCs, and
a comparison of the data for the diﬀerently sourced working
electrodes conrm the general trends discussed below. For the
discussion, we focus only on the data in Table 8 and Fig. 8–10.
The addition of either PN, VN or MPN to AN leads to
a reduction in JSC and this is most pronounced for VN and least
for PN (Fig. 9 versus Fig. 8). Adding either PN or VN leads to an
incremental increase in VOC as the amount of second solvent
increases. These trends are consistent with the general obser-
vation (albeit it in n-type DSCs) that an increase in donor
number (Table 1) results in lower JSC but improved VOC.17 Note
that for AN/MPN, the optimal VOC is reached for 1 : 1 or 1 : 3
mixtures rather than for pure MPN (Fig. 10). For PN, the
opposing trends in JSC and VOC along the solvent series from
pure AN to a 3 : 1 and then to a 1 : 1 AN : PNmixture, led to little
change in the overall DSC eﬃciency (Table 8). For both VN and
MPN, the general trend is for a decrease in photoconversionFig. 9 J–V curves for duplicate DSCs containing Dyenamo FTO/NiO
electrodes functionalized with [Ru(bpy)2(H1)] and electrolytes
comprising I3
/I in AN, VN or AN : VN mixed solvent. Ratios of
solvents are by volume.
Sustainable Energy Fuels, 2017, 1, 626–635 | 633
Fig. 10 J–V curves for duplicate DSCs containing Dyenamo FTO/NiO
electrodes functionalized with [Ru(bpy)2(H1)] and electrolytes
comprising I3
/I in AN, MPN or AN : MPN mixed solvent. Ratios of
solvents are by volume.
Fig. 11 Eﬀects of ageing: J–V curves for duplicate DSCs containing
Dyenamo FTO/NiO electrodes functionalized with [Ru(bpy)2(H1)] and
electrolytes comprising I3
/I in AN : PN mixed solvent 1 : 1 by
volume.
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View Article Onlineeﬃciency as these solvents are mixed in increasing amounts
with AN. Thus, the benets of the higher VOC observed when
solvents with a higher donor number are introduced into the
electrolyte are only carried through to the overall eﬃciency
when the second solvent is PN, the drop in JSC being too large in
the cases of VN and MPN. The conclusion of this part of the
investigation is that the optimal mixed solvent of those studied
is an AN : PN mixture with volume ratios of 3 : 1 or 1 : 1
(Table 8).
Finally, we consider the eﬀects of ageing DSCs with the
AN : PN mixtures. Table 9 gives the performance data for four
cells in Table 8 in which the AN : PN volume ratios are 3 : 1 or
1 : 1. Aer 39 days, values of JSC increase while VOC remains
stable (3 : 1 ratio) or falls (1 : 1 ratio) (Fig. 11). The ll-factors are
little aﬀected and the overall result is that h increases (Table 8
versus Table 9) with the best photoconversion eﬃciency being
0.162%. The current densities of 3.86 and 3.89 mA cm2 for
these DSCs (Table 9) approach those recorded for DSCs on the
day of cell fabrication in which the solvent is pure AN (Table 2).
Further ageing results in a decrease in performance (Table 9 and
Fig. 11) and a contributing factor is the lower ll-factors (31–Table 9 Long term performance data for duplicate DSCs containing
[Ru(bpy)2(H1)] and I3
/I redox couple with AN, and AN : PN solvents.
Commercial FTO/NiO electrodes (Dyenamo) were used
Solvent in
electrolyte
DSC
number JSC/mA cm
2 VOC/mV ﬀ/% h/%
On day 39
AN : PN 3 : 1 Cell 1 3.86 97 38 0.142
AN : PN 3 : 1 Cell 2 3.88 100 41 0.158
AN : PN 1 : 1 Cell 1 3.86 107 39 0.162
AN : PN 1 : 1 Cell 2 3.89 105 40 0.162
On day 63
AN : PN 3 : 1 Cell 1 3.52 97 32 0.111
AN : PN 3 : 1 Cell 2 3.62 99 38 0.138
AN : PN 1 : 1 Cell 1 3.49 108 31 0.118
AN : PN 1 : 1 Cell 2 3.59 111 35 0.139
634 | Sustainable Energy Fuels, 2017, 1, 626–63538%), suggesting deterioration of the cell integrity. Nonetheless,
the mixed solvent leads to noticeably better long-term stability
than for the DSCs containing only AN (Table 9 versus Table 6).Conclusions
We have investigated the eﬀect of electrolyte solvent on the
performances of p-type dye DSCs sensitized with the structur-
ally simple cyclometallated ruthenium dye [Ru(bpy)2(H1)]
adsorbed on FTO/NiO photocathodes and with an I3
/I redox
couple. Using AN as solvent in the electrolyte and with
commercial FTO/NiO electrodes, values of JSC ¼ 4.06 mA cm2,
VOC¼ 95mV and h¼ 0.139% are achieved which are the highest
reported for cyclometallated ruthenium dyes in p-type DSCs. JSC
values for [Ru(bpy)2(H1)] are higher than those observed for the
standard dye P1, and EIS shows that DSCs with [Ru(bpy)2(H1)]
exhibit a both a lower transport resistance (Rt) and recombi-
nation resistance (Rrec) than DSCs with P1.
Screening of AN, PN, VN and MPN for use with the I3
/I
redox shuttle and sensitizer [Ru(bpy)2(H1)] leads to the
conclusion that AN gives the highest JSC and highest h, but
poorest long-term stability. DSCs with the less volatile andmore
viscous PN show a ripening eﬀect over the rst 33 days with
a gain in JSC. Although exceptional values of VOC are obtained
with VN, this is at the expense of JSC which decreases dramati-
cally compared to values with AN as solvent. Values of JSC
depend upon solvent in the order AN > PN > MPN > VN > NMP,
whilst for VOC the trend is VN > PN > MPN > AN > NMP. As the
electrolyte viscosity increases, the ion diﬀusion is reduced and,
therefore, current density decreases. This is consistent with the
EIS measurements which show an increase in Rrec due to fewer
charge carriers being available for back reaction. However, it
was also shown that the variation in Rrec does not completely
account for the diﬀerences in DSC performance with solvent.
The values of Rt and RP play a crucial role where Rt is highest for
PN, whilst RPt is highest for the MPN cells.
Based upon the analysis of the benets and disadvantages of
the diﬀerent solvents, electrolytes with mixed solvents wereThis journal is © The Royal Society of Chemistry 2017
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View Article Onlineinvestigated. The addition of PN, VN or MPN to AN leads to
lower JSC values, the change being most noticeable for VN and
least so for PN. The optimal solvent is an AN : PN mixture with
volume ratios of 3 : 1 or 1 : 1; this mixed solvent provides the
DSCs with an enhanced long-term stability with respect to cells
containing only AN and, signicantly, this is achieved with only
a small decrease in overall photoconversion eﬃciency.Acknowledgements
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